BARNESVILLE

MINNESOTA

Project Identification
Project Name: City of Barnesville Hail Damage — Metal Roof/Siding Replacement
Project Number: CP314994

Project Information: Reference Specifications and Bid Documents Attached

You are hereby invited to submit a bid for the above-referenced project.

Following is a summary description of the project:

Removal and replacement of metal roof systems, siding, and/or appurtenances on 4 buildings/structures in the City
of Barnesville, Minnesota. The contractor’s bid should have the metal roof panels itemized separately from all other
components within the scope of work. See below for the components within scope for each structure and please
reference the attached bid documents for a more detailed description of the scope of work.

1) Fire Hall Garage (119 3™ Ave SE, Barnesville, MN 56514):

a) Seamless steel gutters, steel downspouts, and steel fascia
2) City Shop (814 2" Ave SW, Barnesville, MN 56514):

a) Ribbed steel roof panels

b) Seamless steel gutters and open-face steel downspouts
3) Fire Hall Museum (224 Front St S, Barnesville, MN 56514):

a) Ribbed steel roof panels

b) Seamless aluminum gutters, aluminum downspouts, and steel fascia
4) Legions Building (101 2" St SE, Barnesville, MN 56514)

a) Ribbed steel roof panels

b) Ribbed steel wall panels and aluminum nail strip panels

It is anticipated the project shall commence within 30 days after awarding the project and shall be completed 120

days after awarding the project.

To bid for this contract, the contractor must be licensed and insured. Proof of licensure and proof of insurance
should be submitted with the bid. The bid proposal shall include a statement that the contractor complies with all
applicable local, state, and federal statutory requirements, including the Equal Employment Opportunity Act and any

other applicable requirements.
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The bid must be accompanied by cash, a certified check, cashier's check, or bid bond payable to the City in the
amount of not less than five percent (5%) of the bid. All bid securities will be held until a purchase award has been
made. The security of the successful bidder will be held until the bidder has fully complied with all purchasing

procedures.

Bids will be accepted starting on June 11, 2024, and will be received until July 8, 2024, at 10:00 a.m. local time.
Bid opening will take place on July 8, 2024, immediately following bid closing.

All bids shall be hand delivered or sent to City of Barnesville: City Hall.

All Bids shall be submitted on this bid proposal form and shall be submitted prior to the deadline.

Any questions regarding the bid or the project shall be addressed to Jeremy Cossette, City Administrator
(cityadministrator@barnesvillemn.com).

Company Bidding:
Attn:
Address:
Street Address
City State ZIP Code
( ) ( )
Telephone Fax
E-mail
Signed:
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PROJECT SPECIFICATIONS:

SCOPE OF WORK INCLUDES REMOVAL OF GUTTERS,
DOWNSPOUTS, AND FASCIA, AND REPLACEMENT WITH
INDUSTRY EQUIVALENT MATERIALS IN ACCORDANCE WITH
THE 2020 MINNESOTA BUILDING CODE AND STANDARD
INDUSTRY PRACTICES INCLUDING MANUFACTURER
INSTALLATION INSTRUCTIONS. TURF/SITE RESTORATION
AND DISPOSAL OF THE OLD COMPONENTS/MATERIALS
SHALL ALSO BE COMPLETED BY THE CONTRACTOR.

BUILDING/SITE INFORMATION:

NOTE:
FINAL DOWNSPOUT SPECIFICATIONS SUBJECT TO CHANGE
FOLLOWING CITY REVIEW.

1)

SEAMLESS STEEL GUTTERS AT NORTH & SOUTH EAVES.

a) TOTALLENGTH =230 FT.

FOUR STEEL DOWNSPOUTS.

a) TOTALLENGTH=64FT

FASCIA IS 30ga STEEL ALONG EAST AND WEST RAKE EDGES.

a) TOTAL LENGTH = APPROXIMATELY 100 FT

HEIGHT OF GRADE TO UNDERSIDE OF SOFFIT IS 16'-0" AT NORTH AND
SOUTH ELEVATIONS.

SITE IS MOSTLY OPEN. POWER LINES ALONG NORTH ELEVATION.
GOOGLE MAPS LOCATION:

a) https://maps.app.goo.gl/PE31FtKF5DvKa81SA

115’ '

45'

ROOF PLAN

SCALE: 1":30'

SOUTH ELEVATION

NO SCALE

NORTH/EAST ELEVATION
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PROJECT SPECIFICATIONS:

BUILDING/SITE INFORMATION:

SCOPE OF WORK INCLUDES REMOVAL OF METAL ROOF 1)
PANELS, FASCIA, GUTTERS, AND DOWNSPOUTS, AND
REPLACEMENT WITH INDUSTRY EQUIVALENT MATERIALS IN
ACCORDANCE WITH THE 2020 MINNESOTA BUILDING CODE
AND STANDARD INDUSTRY PRACTICES INCLUDING
MANUFACTURER INSTALLATION INSTRUCTIONS. REMOVAL
AND REINSTALLATION OF ROOFTOP APPURTENANCES AS 2)
REQUIRED DURING PANEL REPLACEMENT. TURF/SITE

ROOF IS COVERED WITH 29ga RIBBED STEEL ROOF PANELS WITH
RIBS SPACED AT 9" O.C..

a) EXPOSED FASTENER SPACING = 24" 0.C.

b) 29ga STEEL RIDGE CAP PANELS.

c) TOTAL ROOF AREA = 2570 SQFT.

d) WASTE FACTOR NOT INCLUDED WITH ROOF AREA.
SEAMLESS ALUMINUM GUTTERS AT NORTH & SOUTH EAVES.

a) TOTAL LENGTH =200 FT

FASCIA IS 29ga STEEL ALONG EAST RAKE EDGE.
a) TOTAL LENGTH = APPROXIMATELY 26 FT

HEIGHT OF GRADE TO UNDERSIDE OF SOFFIT IS 12'-0" ALONG THE
PUBLIC SIDEWALKS AND PARKING ALONG THE PERIMETER OF THE

STRUCTURE. ONE SIMILAR SIZED STRUCTURE LOCATED ADJACENT

a) https://maps.app.goo.gl/t5s83XywdTdjrU5V6

RESTORATION AND DISPOSAL OF THE OLD ROOFING 3) TWO ALUMINUM DOWNSPOUTS.
MATERIALS AND COMPONENTS SHALL ALSO BE a) TOTALLENGTH = 24 FT
COMPLETED BY THE CONTRACTOR. 4)
NOTE: 5) ROOFTOP APPURTENANCES:
FINAL GUTTER/DOWNSPOUT SPECIFICATIONS SUBJECT TO ) FOUR 10' LONG STEEL RIDGE VENTS.
CHANGE FOLLOWING CITY REVIEW. 6
NORTH AND SOUTH ELEVATIONS.
7)
TO BUILDING AT NORTHWEST CORNER.
8) GOOGLE MAPS LOCATION:
100'

2

ROOF PLAN

12-10"
W/ SLOPE

SCALE: 1":30'

SOUTH ELEVATION

WEST/SOUTH ELEVATION
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PROJECT SPECIFICATIONS:

SCOPE OF WORK INCLUDES REMOVAL OF METAL ROOFING
PANELS, GUTTERS, AND DOWNSPOUTS, AND REPLACEMENT
WITH INDUSTRY EQUIVALENT MATERIALS IN ACCORDANCE
WITH THE 2020 MINNESOTA BUILDING CODE AND STANDARD
INDUSTRY PRACTICES INCLUDING MANUFACTURER
INSTALLATION INSTRUCTIONS. REMOVAL AND
REINSTALLATION OF ROOFTOP APPURTENANCES, AS
REQUIRED DURING PANEL REPLACEMENT. TURF/SITE
RESTORATION AND DISPOSAL OF THE OLD ROOFING
MATERIALS SHALL ALSO BE COMPLETED BY THE
CONTRACTOR.

NOTE:
FINAL DOWNSPOUT SPECIFICATIONS SUBJECT TO CHANGE
FOLLOWING CITY REVIEW

35'_6"
W/ SLOPE

| 145’ |

70

ROOF PLAN

SCALE: 1":50'

BUILDING/SITE INFORMATION:

1) ROOF IS COVERED WITH 28ga RIBBED STEEL ROOF PANELS WITH
RIBS SPACED AT 12" O.C.

a) EXPOSED FASTENER SPACING = 42" 0.C.

b) STEEL RAKE PANELS AND GUTTERS.

c) TOTAL ROOF AREA = 10300 SQFT.

d) WASTE FACTOR NOT INCLUDED WITH ROOF AREA.

2) SEAMLESS GUTTERS AT NORTH AND SOUTH EAVES.
a) TOTALLENGTH =288 FT

3) SIX STEEL DOWNSPOUTS.

a) TOTALLENGTH=96 FT
4) ROOFTOP APPURTENANCES.
a) FOUR FLUE VENTS.
b) TWO PIPE VENTS.
c) ONE ANTENNA
d) GUTTERS (THESE UTILIZE ANCHOR CLIPS ON TOP SIDE OF METAL
ROOF PANELS)

5) HEIGHT OF GRADE TO UNDERSIDE OF SOFFIT IS 16'-6" ALONG THE
NORTH AND SOUTH ELEVATIONS.

6) SITE IS MOSTLY OPEN WITH MATURE VEGETATION ALONG THE
NORTH ELEVATION AND SCATTERED EQUIPMENT ALONG THE
PERIMETER OF THE STRUCTURE.

7) GOOGLE MAPS LOCATION:

a) https://maps.app.goo.glinUThARua4CPf1cRn7

SOUTH ELEVATION

-

i”W"m‘HMH

NORTH/WEST ELEVATION

NO SCALE NO SCALE
_ _
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PROJECT SPECIFICATIONS:

SCOPE OF WORK INCLUDES REMOVAL OF METAL ROOF AND
WALL PANELS, AND REPLACEMENT WITH INDUSTRY
EQUIVALENT MATERIALS IN ACCORDANCE WITH THE 2020
MINNESOTA BUILDING CODE AND STANDARD INDUSTRY
PRACTICES INCLUDING MANUFACTURER INSTALLATION
INSTRUCTIONS. REMOVAL AND REINSTALLATION OF
VARIOUS APPURTENANCES AS REQUIRED DURING PANEL
REPLACEMENT. TURF/SITE RESTORATION AND DISPOSAL
OF THE OLD ROOFING AND WALL MATERIALS SHALL ALSO
BE COMPLETED BY THE CONTRACTOR.

NOTE:
FINAL SPECIFICATIONS AND SCOPE ARE SUBJECT TO
CHANGE FOLLOWING CITY REVIEW.

@ NORTH
' = 100' =
12
* &
U]
. £ ROOF PLAN
E'?I. ) SCALE: 1":50'
=

BUILDING/SITE INFORMATION:

1)

ROOF IS COVERED WITH 29ga RIBBED STEEL ROOF PANELS WITH
RIBS SPACED AT 9" O.C..
a) EXPOSED FASTENER SPACING =24"0Q.C..
b) 29ga STEEL RAKE AND RIDGE CAP PANELS.
c) TOTAL ROOF AREA = 5470 SQFT.
d) WASTE FACTOR NOT INCLUDED WITH ROOF AREA.
ROOFTOP APPURTENANCES:
a) THREE 10'LONG STEEL RIDGE VENTS.
b) THREE PIPE VENTS.
c) ONE POWER VENT.
29 ga RIBBED STEEL WALL PANELS AT THE BASE OF THE SOUTH,
WEST, AND NORTH ELEVATIONS.
a) 9"RIB SPACING, 36" TOTAL PANEL WIDTH.
b) APPROXIMATE 42" PANEL LENGTH/HEIGHT
c) TOTAL PANEL AREA =880 SQFT
26ga ALUMINUM NAIL STRIP PANELS COVER THE UPPER AREA OF
EACH ELEVATION.
a) 9"PANEL/SEAM WIDTH
b) TOTAL PANEL AREA = APPROXIMATELY 3500 SQFT
WALL OPENINGS/APPURTENANCES.
a) ONE LIGHT FIXTURE ON EAST ELEVATION
b) ONE 4'x3' CANOPY ABOVE NORTH SIDE DOOR
) THREE LIGHT FIXTURES, AND TWO VENTS ON NORTH ELEVATION.
) AC UNITS AND GAS METER ON NORTH ELEVATION.
e) TWO WINDOWS ON SOUTH ELEVATION.
POWER LINE AND DOOR ON WEST ELEVATION.
HEIGHT OF GRADE TO UNDERSIDE OF SOFFIT IS 15'-0" ALONG THE
NORTH AND SOUTH ELEVATIONS.
PUBLIC SIDEWALKS AND PARKING ALONG THE PERIMETER OF THE
STRUCTURE. POWER LINE ATTACHED TO WEST ELEVATION.
GOOGLE MAPS LOCATION:
a) https://maps.app.goo.gl/FMgZWGc5FhjNT8Qw9

o O

NORTH/EAST ELEVATION  SOUTH/WEST ELEVATION
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